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SAVI 8200 OFFICE SERIES

Noisy workspace? No problem. Invest in getting more done with the Savi 8200 

Office Series headsets. Tune out nearby noise and keep every conversation 

secure, private, and clear with close conversation limiting noise cancellation. 

Give your employees the freedom to roam plus long talk time—the unique hot 

swappable battery option even makes it unlimited (S8245). With multiple wearing 

styles, you can let every member of your team pick their favorite or keep their 

options open with the convertible model. Wherever you work, the Savi 8200 

Office Series helps you be at your best all day long.

• Connects to Desk phone / PC and Mobile (for PC only connectivity see 

Savi 8200 UC Series).

• Choice of wearing styles, including the 3-in-1 convertible options (Savi 8240/8245).

• Line of sight range up to 590 feet/180 meters. 

• Up to 13 hours talk time with over-the-head (OTH) models (Savi 8210/8220). 

• Up to 7 hours talk time (Savi 8240) or unlimited talk time with the Savi 8245 model.

BETTER SOUND.
LESS NOISE. MORE
CONCENTRATION.

BENEFITS

• Keep callers in the zone with the only 

DECT™ headset featuring active noise 

canceling (Savi 8220).

• Ensure that sensitive conversations 

stay private—headsets are DECT™ 

security certified by the DECT™ forum 

using the latest security standards.

• Tune out office noise and 

nearby conversations with noise  

canceling microphone plus close  

conversation limiting.

• Get crystal clear audio with the 

latest DECT™ technology supports 

wideband audio without impacting 

user density.

• Headsets compatible with D400 USB 

adapter for a hybrid/work-from-home 

solution.
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LEARN MORE

For more information on Savi 8200 Office Series visit www.poly.com/savi-8200

SPECIFICATIONS

CONNECTS TO

• Desk phone, PC and mobile. For PC only 
connection, see the Savi 8200 UC Series.

TALK/STANDBY TIME

• Up to 13 hours talk

 - Up to 50 hours standby 
(Savi 8210 and Savi 8220)

• Up to 7 hours talk

 - Up to 30 hours standby (Savi 8240) 

• Unlimited talk and standby (Savi 8245)

HEADSET WIRELESS RANGE

• Line of sight

 -  Up to 590 ft/180 m

• Typical office environment

 -  Up to 180 ft/55 m

BATTERY CAPACITY

• 490 mAh (Savi 8210)

• 700 mAh (Savi 8220)

• 140 mAh (Savi 8240/8245)

BATTERY TYPE

• Rechargable

• Replaceable

• Lithium ion polymer

CHARGE TIME

• Three hours

WIRELESS TECHNOLOGY

• DECT™ 6.0 and Bluetooth v4.2 
(North America)

• DECT™ and Bluetooth v4.2 
(Outside North America) 

AUDIO PROFILES

• Advanced Audio Distribution Profile 
(A2DP)

• AVRCP

• Bluetooth Hands-Free Profile (HFP)

• Bluetooth Headset Profile (HSP)

CODECS

• G726

• G722

• Broadvoice32

• OPUS/CELT 16kS

• OPUS/CELT 48kS

RECEIVE AUDIO PERFORMANCE

• Active noise canceling (ANC) 
(Savi 8220)

RECEIVE FREQUENCY RESPONSE

• Wideband

 - 100 Hz-6800 Hz 

• Multimedia

 - 20 Hz–20 kHz

HEARING PROTECTION

• SoundGuard DIGITAL protects against 
sound levels above 118dBA 

• G616 anti-startle (during calls) detects 
and eliminates any large sudden increase 
in signal level

• Time-weighted average prevents 
average daily noise exposure from 
exceeding 85dBA* 

MICROPHONE AND TECHNOLOGY

• Noise canceling with close 
conversation limiting

WEIGHT

• Savi 8210 (Mono): 115 g

• Savi 8220 (Stereo): 160 g

• Savi 8240/8245 (Convertible): 21 g  
(over-the-ear)

CALL CONTROLS

• Call answer/end

• Mute

• Volume +/-

• ANC on/off (Savi 8220)

• Power on/off

VOICE AND OTHER ALERTS

• Multiple voice prompts

MANAGEABILITY

• Cloud: Poly Lens service**

• Local (Windows/MAC OS): 
Poly Lens Desktop App**

*Requires Poly Lens software to enable 
  SoundGuard DIGITAL features.

**Some solutions sold separately
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